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RECORD
FROM TESTING

№ ITs-1-27/10.03.2017

1. FIRE-EXTINGUISHER POWDERS

Fire-extinguisher  powder “HIMIFOS ABC” from “DYAYAN PROTECTION” Ltd,  city of
Kazanlak. Manufacturer - “DYAYAN PROTECTION” Ltd, city of Kazanlak, identification
number of the sample: ITs-1-1/2017.

2. TESTING ORDERED BY: “DYAYAN PROTECTION” Ltd, city of Kazanlak, letter
with incoming № ITs-1/13.02.2017.

3. TESTING METHOD:  BSS EN 615÷A 1:2009 “Fire protection. Fire extinguishing
media. Specifications for powders (other than class D powders)” – Annex E; Annex B;
Annex C; Annex A; Annex D and VLM-011-247/2004.

4. DATE OF RECEIPT OF THE TEST SAMPLE: 13.02.2017

5. QUANTITY OF THE TESTED SAMPLE: Sample № ITs-1-1/2017 – 2 kg. samples
from 1-1-01 to 1-1-18.

6. DATE OF TESTING: 23.02 ÷ 24.02.2017

HEAD OF THE TESTING CENTRE in FIRE AND EMERGENCY SAFETY: Signature
illegible

/dipl. Eng. V. Petkov/
FK 510-1
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7. TEST RESULTS

№ Name of
indicator

Unit
measure

Standards/
validated
methods

№ of sample
according to

the incoming-
outgoing log-

book

Test results
(value,

uncertainty)

Value and limit value
of the indicator

Test
conditions

1 2 3 4 5 6 7 8
1 Humidity % BSS EN

615+A1
Annex E 

ITs-1-1-1
ITs-1-1-2
ITs-1-1-3

0.10
0.10
0.11

0.10 ± 0.01

Less than 0.25
According to 

BSS EN 615+A1
t = 20oC

2 Sieve analysis
125 μm

63 μm

40 μm

%

BSS EN
615+1

Annex B,
Method 1

ITs-1-1-4
ITs-1-1-5
ITs-1-1-6

ITs-1-1-4
ITs-1-1-5
ITs-1-1-6

ITs-1-1-4
ITs-1-1-5
ITs-1-1-6

91.10
90.00
91.50

90.83± 1.50

particles below 125 μm
– 93.00 ± 5.00

according to BSS EN
615+A1

t = 20oC

65.45
64.20
64.75

64.80 ± 0.65

particles below 63 μm –
70.00 ± 8.00

according to BSS EN
615+A1

t = 20oC

55.00
54.05
55.10

54.72± 0.38

particles below 40 μm –
58.00 ± 8.00

according to BSS EN
615+A1

t = 20oC

Signature illegible
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1 2 3 4 5 6 7 8
3 Compacting

resistance  and
lump  formation
resistance

- BSS EN
615+A1

Annex C 

ITs-1-1-7
ITs-1-1-8
ITs-1-1-9

There are no
compacted

lumps
remaining

No compacting
lumps on a sieve of

425 μm shall
remain according

to BSS EN 615+A1

t = 20,5 oC

4 Chemical
content  –
monoammonium
phosphate

% VLM-011-
247/04

ITs-1-1-10
ITs-1-1-11
ITs-1-1-12

ITs-1-1-10
ITs-1-1-11
ITs-1-1-12

80.00 ± 3.00
According to BSS

EN 615+A1

t = 20oC

5 Bulk mass
g/ml BSS EN

615+A1
Annex A

ITs-1-1-13
ITs-1-1-14
ITs-1-1-15

0.89
0.88
0.88

0.88 ± 0.01

0.90 ± 0.07
according to BSS

EN 615+A1

t = 21oC

6 Water repellency - BSS EN
615+A1
Annex D

ITs-1-1-16
ITs-1-1-17
ITs-1-1-18

No water
drops are
absorbed

No water drops
shall be absorbed

According to BSS
EN 615+A1

t = 20oC
in the

excicator
RH = 75.0%

NOTE I: If necessary, the record from testing can include opinions and interpretations for certain tests
(no  conclusions allowed)  only  in  accordance  with  the  requirements  of  point  5.10.5  of  BSS  EN
ISO/IEC 17025:2006.
NOTE II: The test results are only related to the tested samples. No excerpts from the record from
testing can be photocopied without the written consent of the Testing Centre in Fire and Emergency
Safety.

TEST CONDUCTED BY: Signature illegible  
                                          /dipl. Eng. L. Stanimirov/
HEAD OF THE TESTING CENTRE in FIRE AND EMERGENCY SAFETY: 
Signature illegible  
/dipl. Eng. V. Petkov/

FK   510-1   


