
SIGMA ATEX Head Torch Mini

Features: 
• ATEX certificated Gas Zone 0
• Suitable for mining
• Strong ABS housing with durable rubber coating
• Fully adjustable silicone lined headband
• Submersible up to 1 metres
• Safety release valve to remove hydrogen gases
• Safety locking battery compartment
• 90˚ rotational switch

Optional Helmet clips: SPPCLIPS

Specification

High: 140

86 Metres

6 Hours runtime

High

3 x AAA batteries (not included)

IP67

70x60x60mm

110g

SA-SIGMA-HTMINI

MODE

CODE

Rotary on/off 
switch

Previously: NSSAFA-HTMINI

MINING
APPROVED

ZONE 0

3 x AAA - Easy turn on/off with rotatory switch  

Scan for multi 
language information

Gas: Ex ia IIC T4 Ga
Mine: Ex ia I Ma
IECEx UL 15.0086X

CERTIFICATION: CLASS I DIV 1&2 GRP ABCD
CLASS II DIV 1&2 GRP EFG
CLASS III
TEMP CODE: T4 IP67
FILE NUMBER: E324236

ATEX Zone 0
  I M1 Ex ia I Ma                      
 II 1G Ex ia IIC T4 Ga      

DEMKO 15 ATEX 1546X 

ATEX


